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bhup://autos.groups.vahoo.com/group/1937and1938Buicks! 
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Asa precautionary measure, The 1937 and 1938 Buicks Club strongly recommends that you contact a professional 
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Bi Think Summer! Bi 


T have been thinking a fot about summer, and the cotder and icien it 
gets, and the Longer the cofd 1 got in December hangs on, the more 1 think 
about it, By the time you read this, we should be within sighting distance 
of spring, at feast on the catendar i{ not in the weather reports. And it 
is not too earty to think about the 1985 car show season. (I gather this 
season extends year ‘round in Féorida, Southern Catifornia, and maybe 
Arizona, a situation T and everyone else above 33 degrees North Latitude 
gind disgrace gut. | 


As many 0f you know, the Club heéd its gist (and maybe ast!) Annual 
Meet in Indéanapotis in 1983. A fair number of people came, but not enough 
to cover the expense of having it. Last year Dave tried to set up a second 
meet in Springfield, but there was simply not enough interest to get it off 
the ground. Your Editor atso tried to arrange an informal, one-day Ohio 
meet (ast Summer but that bombed, too. 


Accordingly, 1 am not going to even su 
on an “officiate” function this year. 14 some 


rst that the Club try to put 
me wants to take a shot at 


organizing something, gine. But it ain't gonna be me. What seems to make 
more sense to me, and what has been suggested by several other mombers, is 
this: 


1. We should até try to attend as many Buick Club of 
America shows and events in 1985 as possible; bring 
your '37 on '38 on not, as you want and are able, but GO! 


2. There should be a Céub “coordinator” at each BCA 
event to try and bring members togethe {T have a few 
unprintable definitions of "coordinator" in the corporate 
context, but in this case I think it means the guy in 
whose room the parties are held.) Anyone who wishes to 
volunteer as such, please tefd me and I will print. Also, 
4§ people want to tell me sugficientiy in advance what 
meets they're planning to attend, 1'2L print that. 


(CONTINUED) 
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T do not mean to suggest that we shoutd ignore the official program at 
BCA events on act Like some kind of an efite. As we have said in our Bugle 
ad, the Club in no way intends to compete with BCA, and I think we can 
and should give BCA as much participation and support as we can. I know 
that many members do just that. Were it not for the BCA, I doubt this Club 
woukd extst in its present form. So, Let's all show our support this year 
by getting to as many BCA functions as possible, and getting together when 


we get there. 
Miscellany 


BELATED CONGRATULATIONS. Jém Heanke (*235) won Best of Show gor pre- 
1960 cars with his 1937 Roadmaster Convertible Sedan at the Cream City BCA 
Chapter's First Annual Al-Buick Show at west AEEis, Wisconsin Last summer. 
And, at the Eéghth Annual Los Angeles BCA Chapter Show on June 3, 1984, 
Class B (1932-1938) was won by Jim Wattace (#283) with his 1937 model 46S, 
Sorry 1 didn't notice these before, guys, but I'm sure you can use some 
notice whenever you get ét, Now, how about some pictures gxom both of you, 


MEMBER NO. 500. The géve-hundredth person to join the Club since its 
founding in T98T % Chuck Ash of Oelwein, Toun. Chuck's address, etc. 
appear in the NEW MEMBERS colum. This does not mean that we now have 500 
members, 0f course, since the numbers are -asségned consecutively and many 
have dropped out gon one reason or another over the past four years, 1 
suppose Chuck ought to win some sort of a prize, and he did. He needed a 
‘transmission and found one réght away through the Club. We're off to a good 
start, Chuck, but that may be a hard act to sottow. 


CONTEST: A Winner ? 


There were a number of entrées [é§ that be the right word) & " 
a4 Newstetter" Contest -- not a fot, mind you, bee eaongh eae me bene 


4t?) Beyond that, nowever, the deLiberations of the Judges were characterized 
by a certain tack'of unanimity, and worse, by an equal tah 0§ decisdveness. 


That being 40, 1 decided to take the bull, so to say, by the 
make the {inal decision myse£{. However, even’ so 1 am pies para a 
Little, 

As T said, we thought the name should be short, snappy and uniqui 
my mind, that rules out, inter akia (Latin for "among other thinga” ns Ti” 
trying to get some class, some into this), names that are mone-on- 
fess generic, ot descreptive of ears on ofd cars generatly, although sone 
suggestions that might be placed in this category were clever. ACO, 1 nant 
na possibébity of confusion with the BCA, and not the tingest of aeaions for 
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BCA brass to think I am trying to trade on BCA'S image and reputation. This 
rules out the word "Buick" unless qualified as "1937-1938 Buick" which starts 
getting us back where we began. 


To avoid going on too Long: 1 came down to too possibilities which 1 
think {it the Requirements of brevity, snap and uniqueness: "THE TORQUE TUBE" 
and "DYNAFLASH NEWS." The fatter is good, and coud be a pun on "news <eash," 
However, the problem with it is this: the "Dunagtash" engine appeared in 1938 
and thus Leaves abl us '37 owners out. I therefore picked the former. It is 
very much "Buick" and has the added virtue of being atliterative: that is, 
three "T"s. "Torque" could akso be thought of as a play on "takk": thus, 
"tatk tube" on "speaking tube." Too gar-getched? 


Now, Dug, who <s faméLian with advertising and also a person of deticate 
manners, thought "Torque Tube," ok mone exactly "tube," might have, ad he 

put it, "a negative taste” on "raise an eyebrow." (I’think he means raunchy.) 
T must say thes never occurred to me, but maybe I've been indand too Long 
already. (0x maybe Dug's been in San Francisco too tong.) In any event, T am 
printing herein some of Dug’s "TORQUE TUBE” renditions, which reflect of 
course his not-inconsiderable ta£ent. 


Bearing Dug's caveat in mind, I have decided this: 


Two issues hence, that is with Volume III, Issue 7, on 

@ «Mound Aprit 15, this publication witt be re~named e 
"THE TORQUE TUBE" unfess I receive prion to Aprid } a 
statistically significant amount of negative comment. 


In the event of such receipt, the Judges wit? fae back and regroup. 


T suppose you are wondering -- if you're stile reading at abl -- who is 
the author whose creative genius spawned this. In truth, both "Dynageash 
News" and "The Torque Tube” are the inventions of Jimmy Haggtand, who is 
well-known to most of us as a grequent contributor to these pages and the 
owner of the world's most elaborate four-car garage (Vol. 111, No. 1, p. 9). 
Assuming "Torque Tube" sticks, Jénmy thus deserves the prize, which is a 
niche in the héstony of the Club. 


(CONTINUED) 


THANKS, DUG AND EVERYONE WHO ENTERED ! 
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Support Our ADVERTISERS 


1927 
To 
1953 
WIRING HARNESSES 


MANUFACTURED WITH THE FINEST 
MATERIALS AVAILABLE. THE MOST 
AUTHENTIC REPRODUCTION OF G.M: 
WIRE, CONSTRUCTION, AND BRAIDING. 
ALL WITH COMPLETE INSTALLATION 
LISTING. WE HAVE SPECIFICATIONS 
FOR MOST BUICKS. BUT WE CAN MAKE 
ANY HARNESS THRU 1954 WITH YOUR 
ORIGINAL SAMPLE. CUSTOM TURN 
SIGNALS, OPTIONS UPON REQUEST. 

ALSO WE HAVE WIRING SUPPLIES 
AND A BRAIDING SERVICE. 

CATALOG - INFORMATION« $1.00 


gg NESSES. UNLIMr, 


NONIES 


BOX 435 
WAYNE, PA. 19087, 


Reproductions 1919-1933 Interors 
Rubber 


(ick Wa 


Bas 137 
date, NJ 08801 
i 


RD 
Catalog $2 Ai 


NEW ITEMS ADDED TO OUR 1937/1938 LINE: 


TRUNK LINER FOR 1937/38 SER.41, TRUNK 
BACK MODELS W/O SIDEMOUNTS. PATTERN AS 
ORIGINAL, PADDED AND EDGED, VERY CLOSE 


TO ORIGINAL FABRIC USED, $40, 
1937-38 SER. 80 & 90 KING PINS. $60, 
1937 SER,4O FRONT MOTOR MOUNTS 

4PC, SET $49, 


1937-38 EXACT REPRO FRONT FLOOR MATS, 
TAKING ORDERS FOR NEW RUN, SEND DEPOSIT 
OF $25 WITH ORDER. FULL PRICE:$150 + 
$8.50 SHIPPING. NEW BATCH WILL BE MADE 
WHEN WE HAVE 10 ORDERS. 

ADD 10% FOR SHIPPING ON ALL ORDERS 


DAVE LEWIS 


RESTORATION 


Detailed Restoration And Parts For 
AIL 1937 And 1938 Buick Automobiles 


3825 Sonith Second Street Springfield, Ilinois 62703 
275295290 


Memories 


Contributed by Mic 0s, 


Woodland fills, California 


For the first thirteen years of my life, my father drove a 


1938 Buick proudly. He purchased it used, during war time, and 
was happy to be able to buy such a fine auto, It was a Special 
model "41, S$ passenger touring, with trunk back, It was black 
of course. When I was very young my father would take my mother 
and me to various parks in and around New York. While 1 
he polished our Buick in the shade. He took great care of it. 
I have a few memories that 1 would like to share 

My Dad decided he would move our family of three from New 
York to California in 1950, Not much of a challenge for a Buick 
of 12 years. Buicks are built to last, right? le equipped it 
with 6 ply tires and we were off. While in Missouri we picked up 
our only flat tire and stopped at a local service station. The 
attendant removed the tube and tested it in the half circle vat, 
common in those days when tires required tubes. The water wa 
murky. One dunk and there was the hole, another dunk to make 


sure, and there was another hole, another and another In the 
vat there was a block of wood with nails through it insuring the 
sale of a new tube to all tourists. We bought one; t 
out of town, Dad did not want to make trouble 


On the same cross country trip, newer cars with larger 
engines utomatic transmissions would zip past us on 
Dad kept a steady safe pace. We would catch up to the 
speeders at the next rest stop. This experience happened 


the same folks for the next f ays, but our Buick beat 111 
on the hot and steep Kingman, Arizona grade. 1958 Buick Special 
are geared lower so by selecting a lower gear when necessary, we 
made a steady climb, and did not overheat as others did. 

In California, Dad worked as a carpenter, doing room additions 
The same Buick was used as his truck, with all his tools arranged 
in the trunk, and in the rear seat area. Every bit of the material 
he needed was carried in and on top of the car. Since he did all 


that was necessary on the projects, he had a collage of tool 
materials, and leftovers (including discarded lunch sacks) of 
several trades: carpentry, plumbing, electrical, plastering, 


masonry, etc, Anyway h him traveling to the 


one day I was + 


S OWNER 
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local lumber yard, when all of sudden there was a tremendous 
tush of air -- not unlike being caught up in a hurricane, Some 
of the lighter items in the back seat area became airborne. The 
rear door, which of course is hinged at the rear, had opened, 

and was scooping in the vast amount of air, A look into the back, 
and the mystery was solved. We were relieved and had a good 
laugh. 


In 1956, our sole means of transportation was rear-ended. 
Dad was safe and only the trunk was caved in, but the fuel tank 
had been slightly punctured. That did not stop my Dad from 
further using our car for a few more months, since money was tight 
at the moment, He had to fuel up every day right up to the hole, 
Any more and it would pour out. Fortunately, Dad did not smoke. 
The vehicle that plowed into our Buick was a new 1956 Ford pick-up. 
The truck was totalled. Buicks are strong! 


When Dad could, he replaced our 1938 Buick with a 1951 Buick 
(of course), It was a used Special. Can you imagine, we junked 
the 1938 in '56 for only $25.00, which is the very least I” now 
spend for any significant part on my 1938 Special sedan. 1 bought 
mine locally a year ago, and have since restored it to my best 
ility. I saw my 1938’parked on a local street, without a for 
le sign on it, but I had to have this fine, exemplary automobile 
which would remind me of my wonderful Dad and our experiences. 
Dad passed away five years ago. We had to sell his last car, a 
1972 Buick. My father always owned Buicks. Unfortunately he 
never bought and enjoyed a new one, always a used one. 


If there are cars in heaven, they are all Buicks, and Dad is 
driving his 1938 Special. 


Ah, what memories, 


Michael Vosganian 


= = = 


T hope you have enjoyed Mike's story as much as I did. There are of 
course many different reasons why we all are invotved with the "old car" 
hobby ~- perhaps as many Reasons as there are members of the Club. Mike's 
involvement is a deepty-personal one, and the car is truly for him a Link 
with the past and part of a famity history and tradition. 


The historical photos which Mike has shared with us show Mike as a 
Litthe fellow with his father, mother and Buick, around the years 1944-5. 
The Shell station was at the corner of Linden Boulevard and New Lots Avenue 
in Brookéyn, New York. The elevated structure in the background is, we 
think, the Canarsie Line of the Brookeyn-Manhattan Transit, now part of the 
New York City "subsay" system. T think these scenes rom the past, beyond 
being something a kittie different, are interesting because they show 
exarptes of c£othing styees from the tate 1930’s-earky 1940'S period. 


When T was a young setZow 1 thought Buicks were terrific and pestered 
my father to buy one, but he never did. So maybe Mike's Dad was a better 
fudge of cars; he certaingy was a fine person. We salute Mike, his family 
‘and the Buicks past and present: may the’memories of ate Last Long. 


a -ht 


Shell Station Operated by Mike’s Dad in the 1940's ~ 


nT 


«Vosganian Family Album >» 
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Art Haggett (304) is Raising the Dead 


PROUD S38 OWNER = art Haggett--- continued 


Dec. 18, 1984 


Biel, 


Thank you fon taking the time to answer my Letter. My job work point 
changed and somehow my response to your Letter got Cost. So here goes a 
ty at a second, trying to remember your questions, You wanted to know 
about wood in "38 Buicks. 


Wood 4s used as a framing media inside of the car, to establish the 

arm rests in the near seat, and to outline the divider’ between the gnont 

and near seats. The wood is machined to git the door post, weth machined 
shoutder bolts fastening the wood to the posts. There és bowed board that 
Supports the back of the divider which is screwed to the door posts. The 
sheet metal divider is then screwed to the wood and then bradded; this <s 
quite an assembly. 


*Rare 1938 model 81F has roll- 
down window between front and 
rear compartments. Only 296 

138 81F cars were built. 


Front of Car Divider 


Floor 


The kargest piece of wood is used at the point of contact between the <rame 
and the body. 


Body 


Wood Beam arene. 
This wood bean oak) is machined to meet many interfaces and is <pproxinately 
5" square at its largest and is 5 x 1 at its smallest. 


The wood acts as a sound dampener and strength member. The bolts that 
go through the wood also act as a door-alignment device. By tightening on 
Loosening these bolts proper door alionment can be achieved. 


The frame is targeted for sandblasting in February '§5, at which time 
the body wilt be reassembéed with the <rame. The rear has been completely 
neworked and is also ready. 


Again, thank you or your interest. tank 


Sincerety, 


een A 


3906 Blackwood Court 


Santa Maria, CA 93455 Be 
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GLASS. ALL auto glass, even though not sold as "tinted géass," in 
fact has Some color. In a conversation with Dave Lewis, he mentioned a 
vexatious problem he has encountered: glass windows, even though bought att 
at once from one supplier, may turn out to be diggerent colons éf you are 
not careful. You may not notice this until alt the glass is in the car and 
you Look at it in the bright Light of a sunmer show day! At that point, of 
course, you will be very, very annoved. Glass from diggenent manusacturers 
on Lines may be more-or-less greenish, brownish on grayish. So, be sure you 
keep this problem in mind, discuss it with your glass supplier, and match 
your windows. 


PISTON-CYLINDER CLEARANCE - From Bob Pipkin (#076), 


“One thing most machine shops do when they rebuild a Buick 
Stright-§ is set the pistons up too tight! One T'm working 
on now was bored .080" oversize and agter-market pistons 
Anstatted. Original Buick pistons were set up at the 
factory with .0008 to .0078 ckearances. That works fine 
with the factory aluminum heat-treated-tinned piston. 

When agter-market pistons are used clearances mst be 
increased to prevent piston-cytinder scoring. I've had 
good results using .004 piston-cytinder clearances with atl 
agten-market pistons. 


So, 4& you do your engine and rebore, insist the machine 
shop open up the péston to cylinder wall clearance. By 
the way, this '37 engine had its 137 cytinder head and 
was fitted with domed pistons. Thés can be done!" 


According to some eartier advices from Bob, if you want to go to tater "domed" 
pistons with the '37 head (which well raise compression ratio and improve 
power and efficiency with modern suet), you MUST use a thick "sandwich" 
gasket and you MUST NOT use '38-'40 pistons. The '41-'49 pistons have a 
different shape: these are the ones to use. 14 you mill the '37 head, be 
very careful. You may also need to use '41-'48 push rods. Bob Pipkin knows 
as much (ok more) about this as anybody I've ever heard of, 40 this ds atl 
very good, and very welcome, advice. Thanks, Bob. 


DIECAST TRIM PARTS. Yours broken? These are hard to find, 40 get ‘em 
fixed, Greg Marshall (#148) reports he has found a welder who will do a 
good fob welding them (heiarc) at reasonable prices. See Greg's ad in the 
PARTS pages. "Maybe I can help some of the other members out,” says Greg. 
You bet! Thanks. 


PARKING BRAKE-1938. In conment on Last month's QUESTIONS ANSWERED page, 
1 negenned to the 1937 arranagenent of return springs. 19384 ane different: 
there is one retuin spring (not two) Located just ahead of the equalizer. 
The sense of the comment is the same, but it 1s more applicable to 1937 
cars because the '37 design makes ét more Likely the springs will be Lost 
on bioken. 


= TECHNICAL TIPS | 
ees DAINRT 


12-25-84 
Bite: 
Being a complete novice at this restoration thing everything would be 


@ Lot harder without other members’ advice. As it is I've been getting 
tots of good advice without being able to give any input. Not exactly 


what T consider fain! 


Last week T happened across something that might be of interest to 
others. It concerns paint and paint cotons. 


T was given a copy of a "37 Buick Colon Bulletin," which of course 
didn't copy in color but gave me original numbers and'names. The original 
paint chips that I was able to see gave me a good indication of the colon 1 
wanted to paint my Buick, 40 a copy was atl I actuatey needed. 


Anyway now to the point: 


1 contacted the Ditz£en Paint Cor colon tab. They were able to 
cross-regerence original combination numbers and color names and come up 
with a currently-mixable paint. Example of information the colon tab needs: 
combination number 503; color name "Sandringham Maroon.” The person at the 
color tab wit then give you the current paint number, which in this case 
was 50084. Then take this number fo a paint dealer that mixes Ditzten paints 
and they can Look it up and méx it, 


The people at Ditzter were very helpful, and fast too, which helps when 
you're catking tong distance. They also said it was 0.K. to have other 
members call if they need hetp. 


The phone number for Ditzter is 313-564-5500. Ask gon the "color fab" 
and give necessary info m. 


Points to remember: The new paint with be an acrylic Lacquer. (Ditzeer 
uses "DDL" which means Lacquer to them.) When the color fab gave me my colon 
match they said "This is a very close match." How close? I'm not sure, but 
if a colon kab says "very close” they know more than me. 


BiLl-Thanks for aLl the hefp. My car is abl but off the ghame. The 
engine is at the machine shop being gitted. Too many parts in different 
places for a picture. Bye for now. 


Doug Croke (4445) 


TECHNICAL QUESTIONS-PAINT. Lauren Matfey (#049) of Renton, Washington 

6 a a Te Advisor to the Club om paint questions. 
Lauren knows a Zot about paint. Between him and Dave, we should be abe to 
géve you some good advice on a subject that many have found troublesome. 


So, Let's hear what you até to know. 
ee) Thanks, guys H 


STROMBERG CARBURETORS 


MODELS AA-}, AA-2 


AA-2—BUICK CENTURY, MODEL 31-60 (1937) 
RUICK ROADMASTER, MODEL 37-86 (195) 
BUICK LIMITED, MODEL 37-90 (1837) 


ring Jets must be used on all models whon equip) 


NOTE: Smnaller main me 


with optional Heavy Duty-oll-bath lype Air Cleaners. See Metering Jet het 
Below 
Cold tale Ca Buick type similar 10 desivn used ontgrevious models, §: 


‘article It Ce 


m Equipment Section for adjustment AMwrUet ion = 
New type Delco-Remy Model 490-A Carburetor Control, Not 
similar to type uscd on previous model: See article in Curburetion Equipineiit 
Section for adjustinent Instructions, 


igh A ehaninel to the discharge ports, 


Driving Range (22-15 MUP.) :—At approximately 22 M.P.H. the idling sys- 
tom drops Out and al fuels supplied by the main dicharze jet lorated direct 
above the main metering Jet and discharging into the small auxillary ventur 

‘air bled by the high speed alr bleeder located directly nbove the 
nozzle In the auxiliary venturi support. 


IDLING ADJUSTMENT: —Idle adjusting screw for each barrel controls fuel dis- 
charge from lower idling port, Screws should be turned In for leaner mixture 
and out for richer mixture. Approximate settings are 13q turns open” (Series 
40), 114 turns open (Series 60, 80, 90) from inner or closed position Both scree 
Must be set alike. Idle speed controlled by throttle lever stopserew anid should 
be sct for 7-8 MPL. idling speed with engine warmed up tchoke valve open 
and Cold Idle Control moperative). See tune up instructions on ear ‘model 
age for complete adjustment Instructions on ear 


METERING JETS Maln metering Jet are non-adjustable fined (ype, Jets should 
‘be changed only for special operating conditions such as high alfitude. Staller 
Rammstein lets must te teed on all models wien equipped with optional 
Heavy Duty oll-bath type Air Cleaner. Standard and altitude calibrations for 


gach model and each type alr cleaner are as follows (see Jet Specification Tubie 
for other parts) eis 
Air Cleaner 300, 
Std 04s" 
Heavy Duty, ‘045 
‘Sia. 052" 
Heavy Duty. 081 


‘Tuese jets are new type (Part No. P-22660) and must not be interchanged with 
ther types, May be identified by groove on jet shank Use special wrench 
‘F-24024 to assemble Jets. 


(CONTINUED) 
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STROMBERG AA CARBURETORS--CONTINUED 


NOTE—Whenever main discharge Jet located above main metering Jet 1s re- 
moved, new lead gasket must be used in carburetor body to insure s ood seal 
‘when the Jet is replaced 


ECONOMIZER:—Consists of by-pass valve and jet at lower end of acceleratine: 
ump well. Should not require adjustment but setting can be checked by 
oting throttle valve opening when pump piston fests on seat of by-pass ct 
‘ess over-travel) with pump set for maximum stroke ‘Throttle opening shoilld 
be 9/64" (Series 40), 13/64- (Series 60. 80, 90) plus or minus 1/64", Check open- 
ing by passing wire drill between edge of throtile valve and carburetor wall 


ACCELERATING PUMP:—Similar in design to type used on previous models, Fuel 
4s drawn into pump chamber through ball check valve on upstroke of piston 
and is discharged through by-pass valve and pump discharge nozzie on down 
stroke of piston when throttle is opened for acceleration, 
an SapSeity i Capacity in cc. per ten strokes with pump set for maximum stroke 

Id be 22-28 cc. (Series 40), 26-32 ce. (Series 60, 80, 00) when pump Is 
operated slowly. 


rune aryg ences 


Adjustment:—Pump should be set for maximum stroke (rod connected in 

radius or left in throttle lever) for normal operation. When 

volatile fuels are used and acceleration charge is too rich causing ‘star 

ring’, Pump rod may be shifted to right hand or short radius hole providing 
‘Dump stroke. This setting does not affect economizer action 


Wy 3 lo presure (engine fing): Aight hate clos Oy « fut psy ideo 
ron penne tem om ie a Giug is provided on 
the aide ot Ene bowi to check fuel level ic atoula oe even with te botissag 

the treads in the aight hole with the engine idling. To check float level with 


carburetor di service tool SER-203, inverting cover ard 
Installing "Top of floals when inverted should be even 
with ‘also locate floats 30 that they will not rub on sider 


St bow when reassembled. Flout tevel can be corrected by bending vet ever 
tmnt special tool not used, top of float should be 1/32" above wake’ sarinee 
NOTE Float height on first carburetors set at 3 12/32, Specifications changed 
{OT Ti/aP due tofraration in font weighs” 


MGM rele waive used, Choke tay Tunked direciy to Automatic Choke b 
io ive used ve sina 

flexible shaft protecied by housing. J 
THROTTLE VALVE SETTING:—1 yalves are 5+ type Part No. P-20074 


Bao) ps or minus OF above Upper edge of tnrvide vane with vate Tuy 
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STROMBERG CARBURETORS 


MODELS AAV.1, AAY 


NUMBER MODEL AAV-1. 
A-1siatt RRUTCK, MODI 1998) STD. ATK CLEANER 


NOTE;- Buick carburetors not interchangeable as special jet calibrations used 
Whe heavy duty air cleaners are Installed. See Stromberg Jet Specification 
‘Table ior complete jet specifications for each type 

jel 40 with Self-shifting Transmission —Idle speed should be set at 
in third gear Transmission throttle control lever linkage setting must 
checked whenever earburelor throttle linkage ls disconnected or chanted 

See adjustment Instructions In Buick Self-shifting Transmission article an 

‘Mechanical Equipment Section. 

Chrysler Metering Jets-—These Jets are new type, Part No. P-22660, and must 

hot be interchanged with other types. May be identified by groove'an shank. 

Use special wrench T-24924 to install these jets 


gain metering jet throttle 


sary tao ite hoi ee cto 
Spee 
Ging waa tees 
See EEL EAs min 
eh Raion nents a 
acai pirgwenlan erie 
seat ae a cre eae cen 
‘or closed throttle idling. the fuel mixture is di jed through the lower port 
below the throttle and ts controlled by the idle adj Sapo 
feetite Minieaed Garett sets ence a ee he 
Weert semua ene aga sete aaa Rata 


: 
ata 
through this woe Poe also. 

bai snaay BM eng ey 
ari Sada uc capa oy Ee alate aaa 


‘Main norele is tr bled by the high speed alr bleeder located directy above the 

"flu Bpeed and Wide Open Fhrotile Running:—At speeds above 78 MPI 
‘an SAL speeds above 

oc whenever the unrotiie & hela open, the grap in vacuum above the Npring 

{Gated vacuum piston allows the spring to fore the puton down thatthe 

Baton tem oped the by-pass valve located directly below the plton assembly. 

pe Additional fuel, metered by Uhe by-pass jet, to to the mal 


IDLING ADJUSTMENT:—Idle adjusting screw for each barrel controls fuel dis- 
charge from lower idling port. Screws ahould be turned in for leaner mixture 
nd out for richer mixture and must be set alike. Idle speed controlled by 
throttle tever stopserew and should be set for 7 MPH. Idling speed with engine 
warmed up (choke vaive wide open and fast idle inoperative). See tune up In 
structions on car model page for complete adjustment instructions on car. 


METERING JETS:—Main metering Jets are non-adjustable fixed type. Jets should 
bbe changed only for special operating conditions such as high altitude. See Jet 
Specification Table tor standard jet calibrations for all mode 
NOTE—Whenever main discharge Jet located directly above main metering Jet 
Is removed, new lead gasket must be used in carburetor body to insure & good 
seal when jet Is replaced. 


ECONOMIZER:—Consists of by-pass valve and Jet controlled by special vacuum pis- 
ton anid by-passes fuel to main discharge jet around main metering Jet when 
piston is down No adjustment provided 


ACCELERATING PUMP:—Operated by throttle lever through ‘walking beam’ 
linkawe. Fuel is drawn into pump chamber through inlet ball check valve when 
throttle Is closed and is discharged through outlet check valve and pump dis- 
charge nozzle in each ¢.rburetor barrel when throttle 1s opened for accelera- 
tion. Piston is spring loaded on pump rod to increase duration of pump dis- 


(CONTINUED) 
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STROMBERG AAV CARBURETORS--CONTINUED 


charge (sudden throttle opening will cause piston to lag, compressing pump 
spring, expansion of spring prolongs piston movement and pump discharge! 
A spting loaded relief valve located in head of pump piston will by-pass some 
fuel if accelerating pump operated rapidly to prevent loading up engine (this 
valve normally closed so that all fuel is discharged to nozzles) 

Capacity—With pump connected as indicated and operated slowly, eapacity 
er d0 slrokes is shown in table below 


Capacit Setting 
"AAV-1 Teabee. Mealum 
AAV. 21-34 ce Medium 


Adjustment (Baick)—Three holes provided in throtile lever tor pump lh en- 
fugement’ Center hole (medium stroke) f standard for mormal fockefana tt 
Brtstutes, Sor upper hole) provides tminimum stroke, No. 3rlower hole) 
Faximum stroke, dee tune’ up data on ear model age for recommnended 
settings 

ustment (Chrysler)—Two holes provided in Usrotte lever for pump link 
tnengement. Sancr Sole anor radibny provides iintinum trae, Bute? ANE 
Cong radius) thaximum stroke. See tune up data on car model page for recon 
mended settings 

FAST IDLE:~Buick Models_Bulck Cold Tale Control. See article in Carburetion 
‘Equipment Section for complete dats 
Ghrgaler'Models-Consists of & Totary eam linked to the choke valve which 


Serves as throttle lever stopscrew stop. Cam is rotated to fast idle position when 
‘choke valve closed for co! So that throttle vaive is nela open slighty 
‘No adjustment should be required but adjusting nut ls provided on lower end of 
choke valve connecting rod. 


tain orscnance et “uni 


"Loge Levia—Pee Le shold be 1/3 el op ate fn bw wt 
‘2 Ibs, re (engine wen) onan aay — meh the Sotto: of the 
sabe eo fal Be 
aca noe cafeteria Fife Mt tt nemoreat 
Fa fet ne ty eek ee etc cet e 
Sania 


aaket on Cover. i 

Waive & Seat™-Part No, P-21490 (all models, Furnished only as matched 

Bow! Vent:—owi vented to outside through opening in slde of alr horn 
Girecty below air cleaner collae 

‘THKOTELA VALVE SETTING'—When Installing Uorotile valves, they must be cet 


distance from upper lip of valve to fower edge of upper Idle port is as 


Setting 

ss __. eae" 

80 AAW) ie 

pls, Gan tAAV- a 
‘Mlowsble variation for 

‘Models. choke pinto bt travel in 

Position, Automatic chote im irecty to 


Sisson Aut is standard 
Models. djutomatie Cooks ie ‘equipment, Ses article 
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TECHNICAL TIPS 


Where missing at 


the following changes 


be mat 


Dealer Service Bulletin 


h Stromberg carburet 


cond tt fon. 


CARBURETOR 
STROMBERG ~ 
MISSING AT 
VARIOUS SPEEDS ~ 
‘ALSO ALTITUDE 
CALIBRATIONS ~ 
1938 ALL SERIES 


(CONTINUED) 


AIMING PUMP DISCHARGE NOZZLES - (OPERATICN A) 


These must be located so that when pump 1s operated the fuel will b 
squirted against the side of the large venturl as illustrated in 
Figure 29. Incorrectly simed tubes will cause a flat spot or miss- 


ing at low speed whe 


throttle 1s opened. 


RESTRICTION OF VENT CHANNELS 


Use special brass plugs as tllustrated in Fi, 
passages, remove High Speed Bleeder: 


Figae 29 


(OPERATION B) 


ure 30. To restrict 
by gripping same firmly with 
a pair of pliers and pulling with 
a twisting motion. Drive in re- 
striction plugs using care not to 
damage hole in same. Reinstall 
high speed bleeders by driving 
game into position with a hollow 

1 or tube to prevent damage to 
calibrated air bleed hole in 
same. 


This operation asstets in correct- 
ing a surging or missing from 30 
to 73 M.PH. (fixed throttle oper- 


(OPERA- 


in production can be identified 
by the Brass Coding Tag on the 
carburetor according to the fol- 


ng 
gonform with the 


TRCHNICAL TIPS Dealer Service Bulleti 


(Page 2) 


(CONTINUED) 


wo. MAIN METER JET SIZE 
1-17 Early Production, 
T-1T-A Late viaetae 
7-19 Early a 
T-19-8 Late 8 

Tu Barly ui 
r20 marly 

T 

7-20-A Tate” bs 


In some cases it may be found that better performance 1s had with 
one thousandth larger main meter jets than shown above: 


te - Series 40 +049 instead of 048 
Series 60-80-90 .03 "= " .o52 


NOTE: | For altitudes 3500 to 9000 feet use .002" smaller and above 
9000 feet use .00k” smaller main metering jets than indicated for 
late production as above. 


DRILLING THROTTLE VALVE - SERIES 40 ONLY - (OPERATION D) 


To overcome missing which may still occur between 20 to 30 M.P.H, 

after operations A, B and C have been performed, it will be found 

advantageous to drill two #56 holes in each throttle valve as {1- 

lustrated in Figure 29. It is necgssary to remove carburetor for 

this drilling operation but it 1s not necessary to remove throttle 
valve from body assembly. 


SHORTENING HEAT VALVE THERMOSTAT SPRING - (OPERATION E) 


‘The heat valve thermostat should be shortened 7/16" to 1/2" to 
provide more tension. This operation may be performed by removing 
this spring; placing a scale, as indicated in Figure 31, and 
measuring 7/16" to 1/2",dend'the spring at this point and cut off 
approximately 1/2", from the 
end of the spring.’ The short 
springs were used in production 
beginning with the following en- 
gine nm : 


1938-40 - Engine 43478000 

1938-60 - "63458756 
IDENTIFICATION Wor 
After operations A, B, C and (D, 
when needed) are performed, the 
coding tag (with suffix "B’) 
furnished with the carts should 


be attached for further identifi 
cation. Hee 


Carburetors with all latest changes carrying coding tag with suffix 
"B” went into production with the following engine numbers: 

1938-40 - Eng! 4B467142 

1938-60 =? Baer oe 
NOTE: Present production carburetors clude aiming of discharge 
nozz. (Operation A) vent tube plugs (Operation B) and main meter- 


ing jets, same as shown for late production in above table. These 
carburetors carry coding tags having suffix "B" after the numeral, 
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TRCHNICAL TIPS Dealer Service Bulletin 


OTHER CONTRIBUTING ADJUSTMENTS 
(No labor allowance 1s made for following adjustments): 
FLOAT LEVEL 


Should be checked with engine tdling by renoving sight level plug. 
Fuel level should be at bottom of threads in body. 


IDLE ADJUSTMENT 


Best resulta sre obtained by first adjusting idle screws for maxi- 
mum vacuum, with @ normally wars engine, and then turing each ad- 
justing screw out (richer) unt!] vacuum gauge drops approximately 
1/2" (per bank) or a total of 1' 


SPARK PLUGS 


Best reguits through all ranges can be obtained with spark plug gaps 
at .032". A few cases of missing have been traced to defective 
spark plugs. 


IGNITION TIMING 


This {8 an important factor for proper operation and economy and 
should be checked If a lack of detonation indicates late timing or 
if excessive detonation indicates early timing. 


VALVES 
Should be properly lashed. 
HEAT CONTROL VALVES 


Must be free closing and opening. (See 1938 Shop Manual, Pages 
6 41 and 6-42.) . 


VOLATILITY SELECTOR SETTING 


Tf engine has a tendency to “roll” due to rich choke when engine 
4s started cold, follow instructions given in Shop Manual, Page 
6.56, under "Volatility Selector" for proper correction. 
AVAILABILITY OF PARTS 


Vent Plugs, Main Meter Jets and Coding Tags are available through 
the Zone or Distributor as per following table. 


Orders should be placed with the Zone or Distributor Parts and 
Service Manager for a sufficient number of sets to correct cara 
known to be subject to complaint. 


Requests for this material should specify Series for which it is 
to be used and in Zones Using Heavy Duty Air Cleaners or Altitude 
Calibration orders should so specify. 


NO. REQ. 

PER CARB. SERIES DESCRIPTION 
2 4O -048 Main Meter Jets 
2 40 tol6 "8 (HD. Zones only) 
2 60-80-90 if52 " 
2 60-80-90 050 (H.D. Zones only) 
2 all #70 Vent Restriction Plugs 
1 40 7-17 B Coding Tag 
1 40 7-19 B (H. D, Zones only) 
1 60-80-90 7-1 ¥ 
1 60-80-90 7-208 " " (H. D, Zones only) 
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CARBURETOR 
CHOKES FOR 
SERVICE, 1937- 
1936 ALL SERIES 


ICAL TIPS ore Dealer Service Bulletir 


It was originally intended to service the 1937 and 1938 chokes with 
one service model. However, the 1938 carburetors were changed so 
that the 1938 choke on the 1937 engine would provide an entirely to 
rich mixture on the tdle unless the choke was re-calibrated. In 
structions were, therefore, given on Page 6-59 of the 1938 Shop 
tens for calibrating the 1938 choke for use on either 1937 or 193 
engines. 


Although 1t 1s possible to calibrate the 1938 choke for use on the 
1937 engine, it 1s not always practical in the field, 


Chokes for service, correctly calibrated at the factory, have there 
fore been released for the 1937 and 1938 models as follows: 


Prod. Choke Service Choke 
it (#1865235) & 1990001 1990002 
19; 1990101 1990102 


(*) Choke 490-A, Part No. 1865235, was used in early 1937 productioi 
for Stromberg carburetors, After engine 43337705 on the Seriea 40, 
and engine 63321130 on the Series 60-80-90, choke No, 1990001 was 
used. 


The 1938 service choke, Part No. 1990102, ts furnished minus the 
switch, but has a gasket and plate on the end which 1s removed in 
order to install the switch. The switch ts carried under a separat 
part number. 


The 1937 service choke, Part No. 1990002, and the 1938 service, 
choke, Part No, 1990102, are similar in external appearance, ‘The 
internal gear is different in onder to give a five (5) degree dif- 
ference in calibration, and the former does not have a drilled hole 
for the vacuum switch, therefore the 1937 model wi11 not function 
on the 1938 engine. 


CARBURETOR 
THROTTLE SHAFT 


Our attention has been called to cases of sticking carburetor throt 
tle shafts, when engine 1s hot on cars equipped with automatic 
choke attached to carburetor. This may be caused by the tongue on 
the end of the throttle shaft being a trifle too long where it en- 
gages the choke camshaft. Heat 
expansion will cause an énd  Unrus 
aaa on the choke camshaft, consequent 
pepo ly, friction on that part will be 
very high. This may be relieved 
by assembling an extra choke gas- 
ket, Part No. 130021, between 
the’ choke and the carburetor. 


The end of the throttle shaft may 
also be filed off sufficiently to 
relieve end thrust on the choke 
camshaft, but this entails dis- 
assembly of the carburetor throt- 
tle shaft from the carburetor 
throttle body. 


The tang on the carburetor throttle shaft should also be checked 

for straightness and for being centrally located in the recess of 
the throttle body in order to prevent side load on the choke cam- 
shaft. If bent, it may be relocated by carefully bending back in 
place with 2 pair of long-nosed pliers. Figure 9 shows the correct 
alignment of the throttle shaft in carburetor throttle body. 
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THCUNICILTIPS MEF? Dealer Service Buetin 


It has been called to our attention that the vacuum hole in the 
gasket, used between the automatic choke and the carburetor, 


CansuneToR eset atten reeacigy coe 
Acker > iat causing the gasket to partially 
GASKET = Sever the sate hols ‘nthe 


We have investigated this condi- 
tion and find the gasket in 
question is satisfactory and 
manufactured to specifications. 
It 1s unnecessary to enlarge 
this hole as it is of a size 
sufficient to uncover the hole 
in the choke body and meter- 

ing {s had through the small 
hole in the throttle body. 


choke body as shown in Figure 32. 
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BENDIX-STROMBERG TUNE-UP & REPAIR SHEETS 
(Published in 1945) 


STROMBERG “AA-1" CARBURETOR 


STROMBERO NO. A-lIGEI (CODE NO, 7-12 BUICK SYMBOL 1ab4008 
MEAVY-DUTY AIR CLEANER STR. MO. A-IBI (CODE NO. 7-14) RUICK SYMBOL 1200483 


1zE) I* DUAL , 0. 3-MOUE FLANGE 


REPLACE WITH AAV.16 EOPT. 310140 


Note—Specitications below are for latest production. previous major changes listed on Parts Page. 


FUEL LEVEL—Measure 5/8" below top surlace of float 
chamber (without gasket) or level with bottom of 
the level sight hole. To correct fuel level, hold air 
horn in inverted position. Place Tool T:24971 on 
‘gasket. Tops of floats should be flush with tops of 
vertical guides, which will give approximate fuel 

wel: change if necessary. Sides of floats should 

be parallel to guides of tool without drag, 


MAIN METERING SYSTEM—Venturi 1-1/32": Main Dis 
charge Jet No. 28-96 P-2266! (Tool T-24967 uso new 
P.22602 lead gasket assembled on upper shoulder 
ot Main Discharge Jet): High Speed Bleeder No. 70 
-22369; Main Metering Jet .049" P-22660, .048" used 
with heavy-duty air cleaner (Tool T:24824): (Tool 
7-19088) used to remove Main Jet Plug: Main Meter 
ing system controls the flow of fuel up to approxi: 
mately 65 to 70 M. P. H. 


POWER SYSTEM—Combination Power and Pump By 
Pass Jet No. 66 P.20823: Pump piston to rest on by- 
ass jet (less overtravel) with throttle valve opened 

nk end ot 


9/82" + —1 64" (measure with 5 
9/82" drill) adjust by bending pump f 
at ball joint end. The Power let is broush 
action at approximately 65 to 70 M. P. H. 


ACCELERATION — Pump Discharge Nowzlos No. 68; 
Pump capacity 10 fo 14 ccc. per 10 fant strokes and 
22 to 28 cc. per 10 slow strokes. (Maximum pump 
setting) (Tool T-24872) Pump action lakes place dur 
ing acceleration period only 


IDLE SYSTEM—Idle Discharge holes No. 86-60; with 
throttle valve fully closed and Ne. 60 drill in idle 
hole, edge of valve is located .022" + — .004" trom 
No. 60 Drill; Idie Air Blood No. 58 (in throttle body) 
and No. 70 in Idle Tube. Idle Tube No. $5 P-22431 
Adjustment: Adjust to smooth running one barrel 
at a time, OUT to make richer and IN to make 

leaner Throttle at ? to 8M. PH 


VACUUM SPARK CONTROL—With throttle tully closed 
‘and No. $8 drill in spark hole, edge of valve is loca 
ted O41" + — 004" from No. $8 drill 


FLANGE GASKET P2046 


SPECIAL TOOLS MENTIONED ABOVE 
CONTAINED IN TOOL KIT SER-459 
SEE FORM 10-2654 


ee 
The repair manual excerpts reprinted herein furnished by Paul Little 


of Harnesses Unlimited and a generous member whose name now escapes 
the Editor. Some of the diagrams have been “blown up" for clarity. 


TECHNICAL TIPS 


39/32" x4%"—8 cyl 


STROMBERG “AA-1” CARBURETOR 


STROMBERG NO. A-18361 (CODE NO. 7-12) BUICK SYMBOL 1290605, 
MEAVY-DUTY AIR CLEANER STR. NO. A-18451 (CODE NO. 7-14) BUICK SYMBOL 1299483, 
SIZE: 1” DUAL D, D. 3-HOLE FLANGE REPLACE WITH AAV-18 EOPT. 300140 


PARTS 
ILLUSTRATED 


Choke Vaive 


0, 
2 

2 

B 

24 

2 

36 washer 

2. Dust Washer 

38. Spring Retainers Washer 


33. Pump Duration Spring 
30: Pump Pi 


2 4 
31; Pump Expansion Spring f 
22. Pump Reliet Valve 

33. Power By-Pass jet 

34. Pump Inlet Check Valve 38 

35. Pump Discharge Channel 1s = 

36. Pump Discharge Nozsle 

39. Spark Control Hole 4- 

38. Fuel Level Sight Pl 40 

38. Throtle Stop Serve 

40, Pump Rod 
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AA-/ 
ENGINE IDLE ADJUSTMENT 


Asn denned Jo shar the etgine wth cane! kane 

fa the veveletotor switch lover 
fo engage the swich cluleh, then 
move lever until contact is made The thotle should be 
only spon during this eperann, 


Warm up engine uni water temperature indivatct 


cn Instrument panel shows 40" 


heck, ond it necessary, adjust engine idle 2 xpwed 
cf Bom. ph The idle speed is regulated by turning the 
IDLE SCREW. In moking thin adiustment 3t will be eb 
served that the COLD IDLE CONTROL CAM wil be in 
‘he opptcximaye poation thown. which Is the worm ile 
position, ond thot the hand throhie ix pushed im oa, k 
1 ell go 


ron, Leave th 
seen ated 


Disconnect switch operating tad ot (C) and twin 10 
Unt line on ewich lover comes wxaeily oppose FAS 
JOLE LINE on switch back when tod 1 directly opps 
hole Check aligninen! of marks ater replacing vod. a 
Wie edluriment must be accurate 


ACCELERATOR PEDAL 
ADJUSTMENT 


‘Aler the engine idle has teen adjusted the accel 
rator pedal angle should also be checked This 1 done 
by depressing the pedal until the slop artes thw Nece 
mat, then seting adjuaiment irunnian Bon th 

recting tothe acewiertor unt the trate ie 


23 Accelerator Pedal Adjust 
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SERVICE REPLACEMENT PARTS LIST 
Repair Parts Kit for A-18961 No. RK-4 
Repair Parts Kit for A-18481 No. RK-92 
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BENDIX PRODUCTS DIVISION 
TION INDIANA 


‘OF BENDIX AVIATION CORPORA} 
7 


is la ‘STROMBERG Se CARBURETOR 
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—verren, COLD IDLE CONTROL 


‘The cold Idle contal consiat of = thermostatically operated com °K" mounied 
manifold heat jacket, This com serves as @ stop {or thotle sop screw “D 


‘The function of the cold idle contol i to provide @ fas! idle speed during 
waring.up peried ofthe engine, This apmed Increases or decreates ax the lemerot 


tthe ener changes 


‘The vorlable speed ie chicined by vsing a 
KC When the riser ix cold. the thermostat “A’ 


wrmoutat "AY which dives the © 
ites the com "K" in @ clockw 
act with the idle lop screw “D” which ape 


AAs the rier warms up, 


1 thermowtat ia heated and thus revolves the com “K" 
unt idle screw "D" ls contacting with the cam “a 
Iinnes! section, couning carbureir throtla1o clone Yo a narmal hot Idle xpeed. 


Cold Idle Control. 


‘ADJUSTMENT 


ind and set in the correct poaton @t ie contacting the com 
should not need any further ods 


Warm up the engine, Throtle sop screw "D" should now contact 
the cam °K" on ite thin portion and within the V4" limit adjoining 
Yate cam hub in ditwction necessary Yo place he fies rained section of the cam. I! the throttle stop screw does not 


‘ut "E* This adkusment may be mode contact within the limit shown. the cam hub with pointer attached 
may be rotated alihly tm ordar to bring the VA" section under the 

econry to allow cot “KC crew, IU a necessary 40 rotate the polnler more than $* tom 

perature postion, Ths a becuse the apg former vertical postion, @ complete new cam oasesbly should 


iting cam "K while the Idle adiuwing screw be Insalied 


1937 BUICK DEALER PROMOTIONAL POST CARD 


(From an original owned by Frank Haas (#072); thanks, Frank.) 
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QUESTIONS ANSWERED 


P yy --- by Dave Lewis 


Mr. GOODBUICK Sez: 


Ask me some questions, 
Turkeys ! 


tet everybody in on a Little secret, 


T'm going 


Many members have pracs is department as the best th in the old-car 
hobby. Weel, it's onty as good ad your questions. Thus far, your Editon 
has asked at’ Least half the questions himset{. I'm going to get tired of 
Tits, on nun 0 Ss. So what about att the nest of you? 00 YOU 
KNOW' IT ALL?? Nénety-féve percent of you know all there és to know about 


hestoning and maintaining 1937 and 1938 Budcks, huh? 


an't 


Don't be shy! Ask anonymousty if you must, but ask. TX you 
bnowkedge 


write, call me. Dave enjoys doing thes. There és a great store of 
and experience waiting to be tapped, so fet's hear grom you. 


— bile 


Ts &t possible to remove the glass grom vent window <rames, 
an be put back after the frames are replated? If so, how? 


IER. Auto glass firms have a special apparatus that can do this 
successfully in most cases, However, it my opinion it is not worth doing. 
If a window frame needs plating, chances are good that the glass has 
deteriorated to the poént where it is pitted on scratched, on 
may begin to de-laminate. Auto glass is relativety inexpensive, and it 
makes good sense to me to have new glass put ter you've gone to the 
trouble of removing and restoring th just break old glass 
out, making sure you wear gloves and some kind of eye protecti 


HELP! 


With this issue, we are instituting a new “column” on "department" on 
whatever the various parts of this rag are cabled, entétted "HELP!" In this 
Wikt go various cates for assistance, any questions that are not technical 
questions suitable for the Dave Lewis QUESTIONS ANSWERED section, any 
questions that are 40 suitable but which Dave cannot answer yes, there have 
been one on two of these!}, and the Like. The Editor reserves the right to 
decking printing off-th Stuff, requests suitable for the Personals 
cotumn in The National Enguirer, etc, We have had a gow cates for assistance 
before, and T never quite knew where to put them. "HELP!" is inaugurated by 
Glenn Seymour (#345). 


1, MYSTERY MAN: IS IT YOU? Glenn Seymour, who does the annual index 
jon this publication, a mightty-hekpgué contribution, has asked or some 
etp. Glenn has a 1938 modee 91, on which he is "Scnally beginning reassembly." 
In November or December of 1983, Glenn says, he spoke on the telephone with a 
man in the southeastern U.S. (possibly Georgéa on Féorida) who said he had two 
Such cars and drove them extensivety. A very ~riendey and helpful chap: in 
particutan, there was something about using gront-end parts <rom cater year 
International trucks, which fit a '38 Buick 90 series. (Your Editor and 
others would Like to get this ingo too.) Glenn wrote down this man's name, 
address and phone number, but unfortunately this ingo has disappeared. Glenn 
asks: "Tf anyone out there remembers cadling me,...if he would catl cottect 
on write T'LE be pleased to reimburse him fudly for hes time. T very mich 
want to contact the man who was 40 kind as to call for no other reason than 
to help out a fetZow member." 1f the mystery man is you, or you know or think 
you may know who it is, please contact Glenn. Glenn Seymour, & Cedar Street, 
Potsdam, NV 13676. 315/265-6985. 


2. 1930'S STYLE AND DESIGN. Fox possible inclusion in the Bulletin 
(on whatever we end up cating it), or just sor my oum information, your 
Editor would Like ads, photos, sales Literature, magazine artickes, and the 
Like from 1935-1940 picturing’ or describing: fashions and "styée"; "stream 
Lined” items, machines, vehicles, Locomotives, etc.; new buildings inside and 
outside; furniture and appliances; movies and entertainment; auto parts and 
accessories; service stations, gasotine and lubricants; industrial design 
generatly; and of course 1937 and 1938 Buicks. Originals (which will be re- 
turned £ requested) or good photocopies. 1 have no intention of turning 
this publication into a journal of history, but I do think it's cnteresting 
to place our cars in a historical context, and I will try to do a Little of 
this. In addition, it's hetput to see what auto accessories were around at 
that time: gor example, 1 always thought snow tires were a relatively recent 
thing -- at least, post-World War IT -- untié I saw a 1938 8, F. Goodrich ad 
fon them, 


3. 1938 RADIO MANUAL NEEDED. Does any member have an oniginal oh very 
good copy on Reprint of the T9SE Buick Radio Manat? 1 gather these are 
rane. 1 we can come up with one, the Club can make some kind of arrange- 
ments for copies to be printed and offered for sale. Our friends and 
perennial advertisers Robert and Beverty Carrubba, proprietors of Bob's 
Automobilia, are Looking for one, 1 know, 


4. PHOTOS. Severat members have sent me photos, but mone are always 
needed. Tn particular: s£ant-back sedans; any 80 series (especiatty §1F on 
$0C); McLaughén-Buicks; Hofden-Buicks. Glossy black & white are best. 
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THREE CHEERS! 


FIVETUSSENGER ratW. 


For Don Huff & Old Faithful 


1 discovered something recently that I should have noticed earticn. 
When it did come through to me, I found it so outstanding and so gratifying 
that 1 had to ask foice to make sure it was tre. True it 4s. Charkes 
Donatd Hugs #261) of Woodland, Catigonnia has a one-oumer 1937 Century 
model 61. No, not one oumer before Don; he bought it new! The folowing 
4s a slighthy’ edited excerpt from Don's second Letter to me, folLowing one 
in which I asked him: "Did T hear you right?” 


Yes, I bought my 1937 Century new. The car (with sidemount 
tires) paid for--$1300--in Woodland, but we specified factory 
delivery, so we arrived in Flint on December 6, 1937 and drove 
home in "old Faithful" which now shows 174,501 miles, plus what- 
ever went on when the speedometer was disconnected for about a 
in 1942. 

80 cherish our 1947 Buick Estate Wagon, purchased new 
nto. This car has been around for 157,845 miles. Some- 
times I get depressed and wonder why, oh why did I, years ago, 
delight in turning in @ two-year-old Buick for a new model. My 
Dad taught me to drive in our 1913 Buick roadster, and since 1913 
there has always beer, a Buick in our family. 

The way things are going my two Buicks will outlive me, Both 
cars are in good condition, and one or the other takes me to 
Rotary Club each week. Last week at Rotary I contributed for my 
eighty-seventh birthday. 


Cordially, 
DON HUFF 


Certainty, 1 think, Don's been around Longer than any member of this 
Club. Whatever any of us may boast of, nobody can equal Living with Buicks 
continuously since 1913, So, Don, gx0m all of us, congratulations on having 
pena fora, having had the good sense and good fortune to hotd on to a 

fe of good cars when you got them, and having achieved a unique and veri 
special status in the Club, We wish you and the Buccks many mone years. 


7 Ault 
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© PAARISFORSLE @ 


DON GUST IS BACK! THANKS, DON! 


FOR SALE 
THE FOLLOWING ARE ALL 1937 * 


Rear license lens (red).. 
Bumper guards (2) 
Hood side louvers 


Door 
Clock: eine dsibd suing 
Radio-no dial. 
Dash gauge! 
Chrome vent window frames, 

front & rear, ch $15 to #8 


Window regulators-L&R...each 

Hood hinge ach 

40 serte plug cover, 
primed, wasneteneecse§¥O 

Belt stainless molding, 

ach = $10 to $35 


eeeeess@@ch $35 
Grilles, L&R. ch $40 to $75 
Fender park lights, 
stress @&ch $10 to $50 
Front park light chrome, 
each $10 to $40 


16“inch wheels 


Small series air cleaner.. 

NOS windshield wiper 
transmission, pair.......$110 

Used carb. switch............$10 

‘Trunk handle with key .......$30 

Trunk handle bezels, 4-door, 

. each $20 to $40 

Belt stainless ‘molding, 

‘between hood & door,7 =f 


Bumpers, re 
Bumper guard (1).... 


THE FOLLOWINS ARE ALL 1938 * 


Tail light lens. oe 6$10 

Hood side louvers, all series, 
srigas) teeeegseach $35 

Hood ornaments...each $10 to $45 


Door handles-in &out...$4 to $10 
Clocks....... 5 to. $25 
Radio, ve seen eee $150 


Dual auxiliary speaker, 
very good.. 
Chrome radio griiies,.$i0 to $40 
Heater-Buick Master- 
(Harrison), rusted.... 


+4.$20 
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Heater-Buick DeLuxi 

(Harrison) Defr 
‘Trunk handle bezel 
Trunk handle repro w/key.. 
Hubcaps..,.........each $5 to $30 
Center grilie stainless 

molding ......-each $15 to $40 
Cigar lighter..... 
Temperature gauge....... 


Bumpers, front & re 40 
Small series air cleai $25 
Fender lights, front & rear, 

see seesese $10 to $40 
Belt moldings......... $10 to $35 


NORS water pumps, series 50-80, 

ach $40 

AAV-i" Stromberg carb, complete, 
BWItCh Choke...seseeeeee s+ $l00 


* ‘THE FOLLOWING ARE 1937 & 1933 * 
Front & rear fenders...$40 to $90 


(each) 
Radiators, 40 series...each | $40 
Exhaust manifolds.....$60:'to $100 
Window regulators, . seees $15, 


Sidemount covers, 40 &'60"series, 
1 set very good, all there. $450 
1 set no Buick script.. 
Extra sidemount parts: tread 
covers, side cover plates, 
hold down cups, each.$25 to $50 


. PARTS CARS . 


i Biseers SO serdas 
2-door, 40 series 
138 4-door, 40 series 


1 
1 
1 


* MANY, MANY MORE PARTS--call or 
write your needs. 


* Packing, insurance and shipping 
dditional. 
SASE ONLY FOR REPLYS 


DON UST (#043) 
Rt.1, Box 161 
Beecher, IL 60401 
312/946-2856 


DON HEEDED THE CALL FOR ADS-- 
NOW ALL YOU GUYS, BUY SOMETHING! 


a 


= 


PARTS FOR SALE 


= 


‘or SALE-1937 Series 40 parts 
Engine (no-43333330) turns freely $200 


Distributor (Delco 1110815-9110) 35 
Thermostate Housing 19 
Ring & Pinion complete 100 
Rear end carrier (bare) 50 
Torque tube 25 
20 
3 
3 
Rear brake drums Cea) 10 
Rear brake backing plates (ea) 5 
Rear spring 15 
Transmission 175 
(need rebuild) 10 
7 
Rear fenders (pr) cd 
Front fenders non velled (ea) 75 
Front doors (ea) 7 
Rear doors (ea) 50 
Nose mb Ly . 150 
Body side molding 5-20 
Center hood strip 50 
Glove box door 10 
Clock 2 
Rear ash tray 5 
Radio grill 10 
Trunk handle 15 
Hood ornament 20 
Rear tail lights (ea) 10 
Front s 
Front 5 
Rear tail light len: 5 
Front headlight buckets Cea) 10 
Front fender running lights (ea) 10 
Outside door handles (ea) Ss 
Door Hinges Cea) 3 
Door hardware call 
Horns (ea) 10 
Air cleaner 15 
Left rear vindow frame (Fastback) 50 
Molding for head light buckete 3 
Sunvisors (ea? 5 
er NG) 50 
Inside rear view mirror 10 
Throtie linkage 10 
Trunk bracket 10 
Speedometer cable 10 
Grab straps 3 
Wiper vacumn line 3 
Map light s 
Throttle cable 3 
Fire wall linkage s 
Spare tire hold doun 10 
Clutch cross shaft 10 
Wiper motor 20 
Wiper transmissions Cea) 10 
Bumper guard (needs chrome? 10 
Steering wheel core 20 
Horn rim 30 
Horn button 30 
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Steering wheel lock 25 
Running board brackets (ea? 10 
Hood braces 5 
Front brake drums (ea) 15 
Front spindles (ea) 20 
Front lower A frames 20 
Steering rods (ea) 20 
Front brake cabl 15 
Front bumper (needs chrome? 20 
Front bumper braces 15 
Intake mani fold 25 
Exhaust manifold 20 
Front shocks (ea) 30 
Front fender braces 10 
Front sway bar 10 


Mike Adler #io4 
7 Gettysburg Drive 
Englishtown N.J. 07726 
(201)536-1478 


EDITOR'S NOTE: Mike says he also 
has many other small parts--call 
i or write with SASE. THANKS, 
MIKE. 


ADS LIKE THESE ARE A REAL HELP, AND 
THAT'S WHAT THIS CLUB IS ALL ABOUT: 
.SO PLEASE, FOLKS, KEEP 'EM COMING! ! 


FOR SALE 


1937 & 1938 sidemount emblems, 
NORS. Cast in solid bronze from 
a mint original, Triple chrome 
plated with the letters painted 
black. Due to the limited number 
I had made, and the hand work 
involved, these are priced each @ 
$50 plus £ for shipping & hand- 
ling, or $105 shipped for a pair. 
Postal money order or UPS-COD 
only. Satisfaction guaranteed. 


Also have some pairs of restored 
Trippe lights. SSAE for prices & 
information. 


JIM WALLACE (#283) 
16438 Gilmore Street 
Van Nuys, CA 91406 


EDITOR'S NOTE:One member, whom 
Tput in touch with Jim, bought 
the emblems and reports they're 


excellent and worth the money. 
Thanks to Jim Wallace for a 
very worthwhile effort. 


a PARTS FOR SALE a 


FOR SALE SERVICES. OFFERED 
Yes, I do have molding fer Diecast trim parts welded--DON'T 
the '38 Special & Century. THROW THEM AWAY-FIX THEM! SSAE 
1938 coupe or convertible side with good description of part and 
stainless molding, minus the break for estimate. Good work at 
small cowl sections. Fits 46s, reasonable prices. 
46c, 66S, 66C, Full set less the 
cowl sections: $75.00. GREG MARSHALL (#148) 

14161 Riverton Circle 
BOB PIPKIN (#076) Westminster, CA 92683 


2516 62nd Ave., S.E. 
Salem, OR 97301 


PARTS WAVED @) 


WANTED WANTED 
For 1937 series 80, grille 1937 Century rear end, 3.9 ratio 
center strip molding. in good cond. located in Fla. 

or Ga,; have 1938 Century rear 
JAMES HULTMAN (#247) end to trade if interested, 
2863 Irving Ave. South 1937 Century, four rocker arm 
Minneapolis, MN 55408 bushings, Group #0334, Part 

3. 


612/872-7511 #12924 
1937 Defroster. 


BERNARD COVENEY (#364) 
SABTED 4470 Darden Ave. 


1937 series 60: 1 need the hooa —Stusutiie, FL 32780 


louver insert with the word 


"CENTURY" for the right side, 


WANTE! 

CONRAD BURNETT (#434) a 

510 Lost Acre Lane 1938 Siden it - 

Great Falls, VA 22066 oe or pair. saad 

703/430-0389; 478-0900 Please write with price 
and condition. 

WANTED JOHN BEAGLE (#278) 

For 1937 series 80: as yi eg eee 

One good spare wheel (16") AUSTRALIA. 


Hand brake cables. 


CLINT PRESLAN (#461) 


+} 
17900 Riverside Dr, 1B uw | | 
Lakewood, OH 44107 Cc i 


a 


2s (ARS FOR SALE 2 


1937 Century model 61 with 
sidemounts. Most mechanical work 
done; new tires. SASE for honest 
answers. $6800 firm. 


JIM BAHRENBURG (#029) 
4585 Irving St. 
Denver, CO 80211 


NEW MEMBERS 


Albert F.Klavora (498) Robert B,O'Leno (501) Russell Dawson (504) 
7455 Puddingstone 2746 Laurel Pass 2425 Eaton Lane 
Cheaterland, OH 44026 Los Angeles, CA 900K6 Orlando, Fi. 32004 
214/729-0122 305/841 “84Ai 

"37 40 ser. 138° 46 


Bruce Sackman (499) Randall Minvie}le (502) sveeon (50 
Automotive Legends 218 Military East 

4 Unqua Rd. Benicta, CA 94510 27 
Massapequa, NY 11758 707/745-5176 
516/799-2725 "38 60 ser. 
13891 

Raymond Riddick (506) 

Chuck Ask (590) 2 eseatt Brive 
395 9th St., N. Chelmsford, NA 01863 


elwein, IA’ 50652 
/283-1642 


EVERYONE PLEA! : I cut back 
Gn the photos, ary, proud 
owner mate:tal and the like this 


time in order t 


Stromberg carb 
@ I have some cond le 
stories on hani, 


all get in eventual 
, little duplication 
rial I know, 
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